ALLIANT POWDER

Technically Superior by Design
Powder Bushing Charts

A reloading scale is required to check the nominal weight of a powder charge.
Powder bushings can vary in the charge weight they drop and could vary as much as several grains under certain conditions.

Powder density, moisture content, and loading technique can cause a variation from the bushing weights listed on the charts. Also, the loading machine vibration affects
charge weights. A complete loading cycle should be completed to assure an average powder charge weight.

The information in these tables has been supplied by the reloading machine manufacturers and is mot a reloading rec dation or a result of Alliant’s testing.
Lee Load-All Capacity Bushing Chart (units shown in grains)

Bushing # 095 100 105 .110 .116  .122 .128 134 141 .148 155 .163 .171 .180 .189 .198

Red Dot 10 16 122 128 135 142 M8 155 164 172 180 189 198 209 219 230
Amer-Select 1.6 12.2 12.8 134 142 14.9 156 16.4 172 18.1 18.9 199 209 22.0 231 4.2

Green Dot 123 13.0 13.6 14.3 15.1 15.8 16.6 174 18.3 19.2 20.1 212 22 234 245 257

Blue Dot 18.0 19.0 19.9 208 220 231 243 254 26.7 28, 294 30.9 24 4.0 358 375

Unique 14.3 15.0 15.8 165 174 18.3 192 20.1 21.2 222 233 245 25.7 270 284 29.7

Herco 139 14.6 153 16.1 16.9 17.8 187 19.6 206 216 226 138 250 26.3 276 28.9

2400 210 22,1 232 24.3 25.6 7.0 283 296 32 27 M3 36,0 378 98 41.8 438

*NOTE: Only available with Lee Load-Fast,

Hornady Powder Bushing Chart for 366 Auto and Apex 91 (Units shown in grains)

Grains 10 11 12 13 14 1516 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41 42 43 44
Red Dot 384 393 405 423 438 453 468 480 489 498 510 519

American Select 417 423 432 447 456 468 477 483

Green Dot 363 378 390 405 420 435 447 456 468 480 492 501 513 522 53 — 549 558

Unique 342 354 369 381 393 405 414 423 435 444 453 465 474 483 492 501 — 510

Herco 357 369 381 393 405 414 426 438 450 462 471 477 489 498 — 513 522531 — 549 558 564 573 — 588 594

Blue Dot 366 372 381 390 396 408 414 423 435 441 447 459468 474 483 489 495 501 510 516 522 531 534 543 549 555 561
2400 156 266 — 291 300 312 324 330 339

Ponsness/Warren Powder BllShiIlg Chart (Units shown in grains)

Bushing# 1A 2a3A A B ccl ool E E1E2 F FIR2 GG H I 1 J1 KL MNOTPOQRSTUVWXY ZAA

Bullseye 16.2 168 17.7 187 194

Red Dot 116 12.2 129 134 137 145 147 157 165 168 173 17.6 185 194 20.7 209 213 219 29

American Select 164 17.5 182 18.8 194 199 206 22.0

Green Dot TR 123 131 136 138 147 149 159 167 170175 17.9 188 19.6 211 21.3 218 213 232 23,6 253 265

Unique 126 142 148 156 165 17.2 17,5 18.7 190 202 212 21.7 123 22.7 240 25.0 268 17.1 76

Herco 123 138 144 151 160 16.6 169 18.0 183 195 205 209 215 21.9 23,0 24.0 257 260 265 27.1 28,1 28.8 307 311 331 349 354 372
Blue Dot 164 184 192 20.1 213 22.2 226 239 243 259 27.2 27.7 285 29.1 306 31.9 342 34.5 352 360 37.5 38.1 407 42.5 43.8 46.5 472 495557
2400 123 132 152 160 16,8 176 18.3 190 21.3 222 233 247 25.7 26,1 27.7 282 30.0 31.5 32.2 33,0 33.7 355 37.1 398 40.2 411 42.0 43.8 445 475 498

MEC Powder Bushing Chart (Units shown in grains)
Bushing # 9 10 11 12 124 13 13a 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31

Bullseye 86 91 96 100 106 112 117 123 129 135 |41 148 154 161 168 175 182 189 196 204 212 219 228 237
Red Dot 63 67 71 75 79 83 87 92 96 100 106 1L1 116 121 126 131 137 142 149 157 164 170 178 185
e 66 70 72 75 80 B3 B89 92 99 105 110 IL7 123 128 134 138 142 148 153 159 led4 169 174 179
American Select 69 73 77 82 &6 91 96 104 106 111 I1L7 122 128 133 139 M5 151 157 164 170 177 183 190 197
Green Dot 67 72 76 80 84 B89 93 98 103 108 113 118 124 129 135 140 146 152 158 164 170 177 183 190
Unique 75 79 B84 89 94 99 104 109 114 120 126 131 137 45 151 158 164 171 177 184 1940 198 205 2L
Herco 79 83 88 93 98 104 109 114 120 126 132 138 144 150 157 163 170 177 184 190 198 206 213 221
Blue Dot 108 113 119 125 131 137 144 150 157 163 17.0 177 184 192 200 210 219 228 237 246 255 264 273 182
2400 1IL8 125 133 140 148 156 164 172 181 189 198 207 217 226 236 246 256 266 277 2848 299 310 321 333
410 I 117 121 130 136 145 151 157 166 174 184 192 202 21.1 221 231 244 256 260 209 280 295 303 314 324

MEC Powder Bushing Chart continued (units shown in grains)

Bushing # 32 33 34 35 36 37 38 3814 39 394 40 40a 41 41a 42 424 43 43x 44 44a 45 450 46
Bullseye 246 255 264 273 282 29.0 300 310 319 328 37 347 357 369 381 394 407 420 433 446 460 474 488
Red Dot 192 199 206 213 219 217 233 4.1 247 252 59 266 273 279 284 293 299 308 315 321 327 334 Ml
€ 185 195 205 210 218 223 228 232 238 245 254 260 266 270 275 288 300 311 322 331 339 M8 359
American Select 04 210 218 226 233 241 49 257 265 273 281 289 298 307 315 324 333 342 352 364 370 380 390
Green Dot 196 203 210 217 224 232 239 47 254 262 270 278 286 294 303 311 320 328 337 M6 355 364 374
Unique 2.7 225 132 240 248 256 265 273 282 290 299 308 3L7 326 335 M5 354 364 374 384 394 404 414
Herco 29 237 245 253 262 7.0 279 288 297 306 35 324 334 M3 353 363 33 383 393 404 414 425 436
Blue Dot 9.1 305 316 327 338 350 361 373 385 397 409 422 434 447 460 474 487 501 515 529 543 557 572
2400 345 357 369 381 394 407 420 433 446 460 474 488 502 516 531 546 561 576 592 607 623 639 656

410 336 37 359 370 381 393 406 420 433 450 467 480 492 504 517 530 548 563 574 580 592 604 620



ALLIANT POWDER

Technically Superior by Design

Reference Tables
Approximate Number of Pellets in Specific Weights of Lead Shot (Sizes 2 Through 9)
Weight, 0z No.2 No. 4 No.5 No.6 No.7 No8 No.8 No.9
45 67 85 12 175 205 242 292
i 67 101 127 168 262 308 363 439
79 18 149 197 306 359 425 512
1 90 135 170 225 350 410 485 585
! 101 152 191 253 393 461 545 658
1 112 169 213 281 437 513 605 731
1 124 186 234 309 481 564 665 804
! 135 202 255 337 525 615 730 877

Space Occupied by One Ounce of Lead Shot

in Various Gauges
(Values are Inches)

Internal Diameter of the Barrel
in Several Shotgun Gauges
10-Gauge—0.775-Inch
12-Gauge—0.729-Inch
16-Gauge—10.662-Inch
20-Gauge—0.615-Inch
28-Gauge—0.550-Inch
410-Bore—0.410-Inch
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Number of Shells That Can Be Loaded with One Pound of Powder at Various Grains Per Load

(The term grain is a measure of weight: 7,000 grains equal one pound)

Grains/ Loads/ Grains/ Loads/ Grains/ Loads/ Grains/ Loads/ Grains/ Loads/ Grains/ Loads/
Load Pound Load Pound Load Pound Load Pound Load Pound Load Pound
12 583 23 304 34 205 45 156 56 125 67 104
13 538 24 291 35 200 46 152 57 123 68 103
14 500 25 280 36 194 47 149 58 121 69 101
15 466 26 269 37 189 48 146 59 119 70 100
16 437 27 259 38 184 49 143 60 117 71 99
17 411 28 250 39 179 50 140 61 115 72 97
18 388 29 241 40 175 51 137 62 113 73 96
19 368 30 233 41 170 52 135 63 111 74 95
20 350 31 225 42 166 53 132 64 109 75 93
21 333 32 218 43 162 54 130 65 108 76 92
22 318 33 212 44 159 55 127 66 106 77 9]

Typical Percentage of Pellets in a 30-Inch Circle at 40 Yards (Pattern) for Various Choke Sizes
{Choke is a Constriction at the Muzzle of a Shotgun Barrel)

Full Choke—70% Improved Cylinder—50%
Improved Modified Choke—65 to 70% True Cylinder—40%
Madified Choke—55%



